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comply with the requirements of para-
graphs (b) through (e) of this section
for maintenance wastewaters con-
taining those organic HAP’s listed in
table 9 of subpart G of this part.

(b) The owner or operator shall pre-
pare a description of maintenance pro-
cedures for management of
wastewaters generated from  the
emptying and purging of equipment in
the process during temporary shut-
downs for inspections, maintenance,
and repair (i.e., a maintenance-turn-
around) and during periods which are
not shutdowns (i.e., routine mainte-
nance). The descriptions shall:

(1) Specify the process equipment or
maintenance tasks that are anticipated
to create wastewater during mainte-
nance activities.

(2) Specify the procedures that will
be followed to properly manage the
wastewater and control organic HAP
emissions to the atmosphere; and

(3) Specify the procedures to be fol-
lowed when clearing materials from
process equipment.

(c) The owner or operator shall mod-
ify and update the information re-
quired by paragraph (b) of this section
as needed following each maintenance
procedure based on the actions taken
and the wastewaters generated in the
preceding maintenance procedure.

(d) The owner or operator shall im-
plement the procedures described in
paragraphs (b) and (c) of this section as
part of the start-up, shutdown, and
malfunction plan required under
§63.6(e)(3) of subpart A of this part.

(e) The owner or operator shall main-
tain a record of the information re-
quired by paragraphs (b) and (c) of this
section as part of the start-up, shut-
down, and malfunction plan required
under §63.6(e)(3) of subpart A of this
part.

[69 FR 19454, Apr. 22, 1994, as amended at 60
FR 63626, Dec. 12, 1995]

§63.106 Delegation of authority.

(a) In delegating implementation and
enforcement authority to a State
under Section 112(1) of the CAA, the au-
thorities contained in paragraph (b) of
this section shall be retained by the
Administrator and not transferred to a
State.

§63.107

(b) Authorities which will not be del-
egated to States: §63.102(b) of this sub-
part, §63.150(i)(1) through (i)(4) of sub-
part G of this part, and §63.177 of sub-
part H of this part.

[69 FR 19454, Apr. 22, 1994, as amended at 61
FR 64575, Dec. 5, 1996]

§63.107 Identification of process vents
subject to this subpart.

(a) The owner or operator shall use
the criteria specified in this §63.107 to
determine whether there are any proc-
ess vents associated with an air oxida-
tion reactor, distillation unit, or reac-
tor that is in a source subject to this
subpart. A process vent is the point of
discharge to the atmosphere (or the
point of entry into a control device, if
any) of a gas stream if the gas stream
has the characteristics specified in
paragraphs (b) through (h) of this sec-
tion, or meets the criteria specified in
paragraph (i) of this section.

(b) Some, or all, of the gas stream
originates as a continuous flow from an
air oxidation reactor, distillation unit,
or reactor during operation of the
chemical manufacturing process unit.

(c) The discharge to the atmosphere
(with or without passing through a
control device) meets at least one of
the conditions specified in paragraphs
(c)(1) through (3) of this section.

(1) Is directly from an air oxidation
reactor, distillation unit, or reactor; or

(2) Is from an air oxidation reactor,
distillation unit, or reactor after pass-
ing solely (i.e., without passing
through any other unit operation for a
process purpose) through one or more
recovery devices within the chemical
manufacturing process unit; or

(3) Is from a device recovering only
mechanical energy from a gas stream
that comes either directly from an air
oxidation reactor, distillation unit, or
reactor, or from an air oxidation reac-
tor, distillation unit, or reactor after
passing solely (i.e., without passing
through any other unit operation for a
process purpose) through one or more
recovery devices within the chemical
manufacturing process unit.

(d) The gas stream contains greater
than 0.005 weight percent total organic
HAP at the point of discharge to the
atmosphere (or at the point of entry
into a control device, if any).

155



		Superintendent of Documents
	2014-12-08T14:03:13-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




